
 

  

 
 

 
 

 

 
 



 

 

Allied AERO™ Tables 

Features 

• Contemporary height-adjustable AERO™ leg 

• High-pressure laminate work surface 

• Precision leg fastening system 

• Twenty two size & shape combinations  

• Vinyl edge available in popular colors 

Work Surface: 1¼” thick 45 lb. density particleboard with sealed 

backer for balanced construction. Long-life high pressure laminate 

surface with form fitting mechanically fastened T-mold edge banding. 

Leg Construction: 11 gauge top plate welded to 16 gauge  

2½” x 1½” oval tubing. Insert is 2.3”x 1.28” chrome plated 16 

gauge tube. Each leg is finished with a threaded cap and 

adjustable steel glides or optional casters. 

  

Precision Leg Fastening System: 14 gauge factory installed steel 

bracket ensures perfect placement, ease of assembly and 

maximum stability. 

Table Heights:  

Work surface height is adjustable in one inch increments using an  

 extended point set screw.  

Standard legs adjust from 26 - 35” 

Low-Range legs adjust from 17 - 26”. 

Options 

       Book Box: Rigid one-piece construction. High impact plastic 

available in black or platinum color. 15 x 12 x 4¾”. 

Locking Casters: 2” swivel mounted locking casters replace standard 

glides. 

Back Pack Hook: 11 gauge top plate connected to ¼” diameter wire 

hook. Fully chrome plated.  
Optional Casters Add 2” to Height Plastic Book Box Available  

 

  
 

 
 

 
 



 

 



 

 

 


